
ZnSe Aspherical Lens

Part no Dia. (mm) F (mm) Tc (mm) BFL (mm) Lens Coating

LENA254-12-70-ZnSe 25.4 12.7 7 9.88 Uncoated

LENA254-12-70-ZnSe-IR1 25.4 12.7 7 9.88 IR1 Coating Ravg < 1.5% @ 3~5㎛

LENA254-25-60-ZnSe 25.4 25 6 22.53 Uncoated

LENA254-25-60-ZnSe-IR1 25.4 25 6 22.53 IR1 Coating Ravg < 1.5% @ 3~5㎛

LENA254-50-50-ZnSe 25.4 50 5 47.95 Uncoated

LENA254-50-50-ZnSe-IR1 25.4 50 5 47.95 IR1 Coating Ravg < 1.5% @ 3~5㎛

P
la

n
o

 C
o

n
ve

x 
Le

n
s

w
w

w
.z

-o
p

ti
cs

.c
o

m

1-1

Ver.260628

Specifications: 

• Material: CVD Laser-Grade Zinc Selenide (ZnSe)
• Design Wavelength: See product list
• Diameter Tolerance: +0.0/-0.1 mm
• Center Thickness Tolerance: ±0.2 mm
• Focal Length Tolerance (EFL): ±1%
• Lens Centration Tolerance: < 3 arcmin
• Surface Quality: 60-40
• Chamfer: 0.2 mm × 45°
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